
the new Net-Top-Box makes it easier 

and cheaper than ever before to improve

communications through entertaining and 

informative on screen content.
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From company reception foyers 

and cafeterias to shops and bars

whatever the environment...

FLEXIBLE
Net-Top-Box works with any LCD,

plasma or projected display and

accepts content in all major video,

audio, animation and graphic formats.

HIGH QUALITY
Net-Top-Box displays all content in 

high resolution, ensuring outstanding

clarity on all text and graphics so that

your audience can read your 

messages easily.

SIMPLE TO USE
Simply choose and import your content,

pick a screen layout template, enter the

times you want the content to appear

and you are finished.

FREE CONTENT
Net-Top-Box can connect straight to 

an aerial to receive free-to-air TV

channels and can retrieve free ticker

tape newscasts direct from the Internet.

EASY TO UPDATE
Net-Top Box lets you add and 

update your own messaging

information online at any time.

RELIABLE
Net-Top-Box is based on a Linux

operating system which is known for its

reliability and resilience against viruses.

SCALABLE
Net-Top-Box can be used to distribute

content across multiple displays across

any network, including by satellite,

when used with our scaling software.

NO PC SOFTWARE
Net-Top-Box requires no software

installation or licences as it is accessed

via your existing Internet browser. 



Receptionist
Browser to create:
• Scrolling text

Media Manager
Browser to create:
• Download media files
• Select layout template
• Create play lists
• Select text news service
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Web Feed
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SHARP, CLEAR IMAGES
Net-Top-Box works with any LCD, CRT, 
Plasma or projector, and displays all content 
in high-resolution output (up to 1280x1024),
which means that text and graphics are crystal
clear and easily viewable from a distance.

TOTALLY RELIABLE
Net-Top-Box is based on proven industry
standard high-speed PC hardware running the
Linux operating system. It is highly reliable and
will deliver your displayed messages whether
you are there or not.

EASY TO USE
Net-Top-Box's software means that any member
of staff can update the displayed messaging
with the minimum of training. You input
information through a set of simple, familiar web
browser pages, which allows you to upload all
sorts of media files, including video, audio,
animation, graphics and scrolling text.  

COMPELLING CONTENT AT 
THE TOUCH OF A BUTTON
Net-Top-Box also lets you capture live text
feeds and information direct from the Internet.
You can even display free to air TV channels
via the built in tuner or external device (subject
to service provider agreement).

COMPLETELY FLEXIBLE
Net-Top-Box lets you split the display into
zones, each of which is independently
controlled. Create playlists for each zone, 
which determine the sequence the content is
displayed in. Once the playlists are set up,
there is no limit to the number of combinations
you can create.

Net-Top-Box comes with a series of display
layout templates as standard, but because Net-
Top-Box uses industry standard XML formatting,
your IT manager can easily create their own
bespoke display layout templates.

NO PC SOFTWARE
All of this control and management is achieved
by accessing the web server within the Net-Top-
Box. There's no loading of software onto
individual PCs needed (other than a standard
internet browser), no worries about having an
outdated version and no licensing issues.



 

 

5 SIMPLE STEPS
to creating your own bespoke display communication
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You access the Net-Top-Box through a standard web
browser from a PC desktop. The Net-Top-Box's web
server is compatible with the following browsers:

• Microsoft Internet Explorer

• Mozilla Firefox

• Apple Safari

1. UPLOAD CONTENT
First you upload any media that you wish to use in 
your display. Media files can be loaded from your PC 
in two ways:

• Through the Net-Top-Box's in-built File Manager 
(see Fig. 1) or

• By regular FTP process, for example through 
Windows Explorer.

2. SELECT A LAYOUT
A layout is a format for how your finished display will
look. Each layout is made up of a number of different
zones, which are simply rectangular areas, which can
contain different types of information, for example video,
html, text etc. The Net-Top-Box comes with many
templates from which you can build your layouts, or
your IT manager can add your own templates.

You can build any number of layouts within the 
Net-Top-Box, which can be easily scheduled to show 
at different times, for example, a different one for each
day of the week or for different times of day. (See Fig. 2).

3. SELECT THE REQUIRED ZONE
Having picked your layout, you then pick the zone
within the layout that you want to customise with the
click of a mouse (See Fig. 3).

4. EDIT THE ZONE'S PLAYLIST
Each zone has a playlist, which is a list of different
information to be displayed. Items on the playlist can
come from media stored on the Net-Top-Box or can come
from external sources such as the Internet, for example
newsfeeds or web pages, or even from a live TV input
(subject to the media provider's permission).

5. ACTIVATE THE DIARY AND LAYOUT
The final step is to click the 'Activate Diary and Layouts'
button and you are done!

Fig. 1

Fig. 2

Fig. 3

Fig. 4
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To find out more contact our appointed reseller/installer:

Or contact

Size Desktop unit 293mm x 270mm x 63mm
(rack mount option available)

Processor 1 GHz
(higher speed options available)

Storage 256 MB RAM, 40 GB Disc

Power 60 Watts external power brick

Interfaces LAN 10/100BaseT

Video Out 15 way D typeVGA (up to 1280 x 1024)

TV Out RCA Jack Composite
Mini DIN S-Video

Audio Out 3.5 mm socket Stereo Analogue

Video In RCA Jack Composite
Mini DIN S-Video

Management
Single units Via a WEB Browser

Multiple units Channels of NTBs can be slaved from a
master NTB

Audio In 3.5 mm socket Stereo Analogue

Protocols TCP/IP, FTP, UDP, XML, HTTP, NTP

Media

Video MPEG 1, 2, 4, DivX, AVI, WMV(7), Real, QT
Animation Flash Player V7, HTML with JavaScript

Stills JPEG, GIF, TIFF, BMP, PNG
Audio MPEG Layers1,2,3, WMA

Text scrolls Multiple fonts, speeds and directions

Media Source

Disc All media types,
Internet HTML (WEB pages), RSS news feeds
TV Ariel Digital Terrestrial TV with auto-tuning

Composite
or S-Video Via Video In connectors

Display 10 zones (1 video), independent PlayLists, 
inter-zone synchronisationSP
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